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RESIDENTIAL ROOM ADDITION TYPICAL PLOT PLAN

THIS IS ONLY AN
EXAMPLE OF THE
INFORMATION REQUIRED
ON PERMIT
APPLICATION
DOCUMENTS. THIS IS
NOT INTENDED TO BE
A CONSTRUCTION
DOCUMENT.

PROVIDE TWO SETS OF
PLANS

PENCIL (ERASABLE)
DRAWINGS ARE NOT
ACCEPTABLE

SHOW LOCATION OF
SEPTIC TANK, IF
APPLICABLE

SHOW LOCATION OF
EXISTING SERVICE

SIDE PROPERTY LINE

STREET AND ADDRESS

FRONT PROPERTY LINE

T ROOF OVERHANG |

SHOW ALL DIMENSIONS
MARKED DIM AS APPLICABLE

ROOF OVERHANG

EXISTING DWELLING

DIM

e i

SIDE PROPERTY LINE

ADDITION 'Tlé

T

-

DIM T
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| DETACHED 7 !
—TY “ BUILDING L

ROOF OVERHANG
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RESIDENTIAL ROOM ADDITION TYPICAL FLOOR PLAN

SHOW EXISTING ROOMS
ADJACENT TO NEW
CONSTRUCTION WITH
DIMENSIONS, WINDOW SIZES
AND LOCATIONS, AND EXISTING <
ROOM USES.

DESIGNATE IN SOME GRAPHIC
FASHION THE NEW VERSUS
EXISTING CONSTRUCTION. FOR
EXAMPLE; DOUBLE-LINE WALLS
AS EXISTING, SOLID WALLS AS
NEW. SHOW EXISTING SHEAR OR
FOR ALLOWABLE WINDOW TYPES BRACE WALLS.

AND MAXIMUM SIZES SEE
CONSERVATION CODE QUICK B EXISTING BEDROOM
COMPLIANCE GUIDE :":|:: 11°X12°

BRACED WALLS SHALL BE I
CLEARLY INDICATED ON THE

WINDOW RELOCATED FOR
NATURAL LIGHT AND

R
(!
I_|
CLOSET DEMOLISHED TO Tl WINDOW REMOVED AND
ALLOW INTERIOR ACCESS (o cLoseT RELOCATED. INFILL
NEW DOOR 3'0"X6'8” I I OPENING WITH 2X4
SHELF AND POLE FRAMING AND GYPSUM
I = = BOARD.
| ‘
0 L6 wax ﬂP
” FROM OPENINGS”
FAMILY ROOM
/ \{:9' ADDITION _
=
7 (am}

~th

7 DIM. 7

PROVIDE 8% OF THE FLOOR AREA IN GLAZED OPENINGS (WINDOWS, GLASS DOORS, SKYLITES) IN ALL HABITABLE ROOMS.
RELOCATE EXISTING REQUIRED GLAZING THAT IS REMOVED FOR REMODEL OR ADDITION. IN LIEU OF NATURAL LIGHTING
ARTIFICIAL LIGHTING MAY BE PROVIDED CABABLE OF PRODUCING 6 FOOT—CANDLES 30" ABOVE THE FLOOR

GROUND FAULT CIRCUIT INTERRUPTERS (GFCI) ARE REQUIRED FOR KITCHENS, BATHROOMS, GARAGES, AND EXTERIOR OUTLETS
(CLEARLY SHOWN ON PLANS).

ARC—FAULT CIRCUIT INTERRUPTERS ARE REQUIRED FOR ALL BEDROOMS.
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RESIDENTIAL ROOM ADDITION TYPICAL FOUNDATION PLAN
oLl & DeEs, o Bty
' " REQUIRED N
7=
@)T A — SECTION
4‘7 qi _ _ _ EXISTNG SAB
,ﬁ | | AND FOOTING
/£ ‘ T ‘
L[ °
| 4" CONCRETE SLAB |
o) (F'C=4500 PSI) OVER |
GRAVEL OR OTHER CLEAN
| FILL | o
LANDING N
| (6X6—W10XW10 WELDED |
WIRE REINFORCEMENT AND |
3 [ ] AND WATERPROOF |
%9\ MEMBRANE OPTIONAL)
MIN. | \ =
[an]
\ 1/2"X10” ANCHOR BOLTS |
N 6 MAXIMUM SPACING. 12" | |
| MAX. FROM PLATE ENDS. |
2 BOLTS PER PLATE |
BOARD. |
| 3"X3"X3/16" SQUARE PLATE |
\ WASHERS |
\
| R ——— .
°[o T T T T o | o T —— o — o
4 DIM 7
TYPICAL FOOTING CROSS SECTIONS
EXTERIOR BEARING WALL GARAGE RAISED CURB INTERIOR BEARING WALL
N
/
Q —N
R N PN
- O ~. N . ..C\l . N i’j ~—
° . 3 ™
7 12" 7 7 12!) 7 7 12" 7

FOOTINGS REQUIRE #4 REINFORCEMENT BARS AT TOP AND BOTTOM WITH A MINIMUM OF 3" CLEAR FROM THE BOTTOM OF THE

FOOTING.
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RESIDENTIAL ROOM ADDITION TYPICAL CROSS SECTION

2X__ RIDGE BOARD-AS DEEP AS THE CUT END OF
THE RAFTER OR TRUSSES PER ENGINEER DESIGN

SPACING

SUUUEEIIIIY

= Z ATTIC VENTS SHALL TOTAL 1 SQ.FT. FOR EACH 150

_ SN - SQ.FT. OF ATTIC AREA
N
S /—SPECIFY ROOF COVERING
\
N

SPECIFY RAFTER AND X - SPECIFY ROOF SHEATHING

CEILING JOIST SIZE AND S

SOLID BLOCK AT RAFTER/JOIST
BEARING

DOUBLE TOP PLATE

MINIMUM INSULATION
SEE CONSERVATION CODE
QUICK COMPLIANCE GUIDE

4

SPECIFY INTERIOR WALL
AND CEILING COVERING

1/2"X10" ANCHOR BOLT

MAX 6" 0.C., 3/16"X3"X3"
WASHER

REDWOOD OR PRESSURE
TREATED LUMBER PLATE

_ 00 K7 00 X7 29f 507 Xf 855 090

TS
LA [ S N [

CONCRETE SLAB ON GRADE
OR DETAIL FLOOR FRAMING

#4 REINF. BARS AT TOP
AND BOTTOM

6"
MIN.

12" MIN.

12" MIN.

EAVE VENTS—OPTIONAL

FACIA—OPTIONAL

SPECIFY STUD SIZE AND SPACING

SPECIFY EXTERIOR COVERING

WEEP SCREED IF STUCCO
EXTERIOR
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RESIDENTIAL ROOM ADDITION TYPICAL ELEVATIONS

SPECIFY ROOF COVERING
MATERIAL

[T T T A
[ IO IO IO IO IO T

L~ FACIA—OPTIONAL

s N
= A o SPECIFY EXTERIOR WALL
o / COVERING MATERIAL
|- ' o
N : | WEEP SCREED IF STUCCO
] 1
R
L
DIM
PROVIDE CALCULATIONS FOR ATTIC
VENTILATION EQUAL TO 1 SQ. FT.
ROOF SLOPE PER 150 SQ. FT. OF ATTIC

12" INDICATE NET FREE AREA OF EACH

ATTIC VENT

4 DIM 4
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RESIDENTIAL ROOM ADDITION TYPICAL FRAMING PLAN

EXISTING WALL
RAFTERS SHALL

ROOF FRAMING PLAN

BE %I\IJ_AI::([;)E'I? //1</ 777777777377 777 A7 777 V7 777 757 777747 7777V 77777, LOGATIONS. AND
PARALLEL = DIMENSIONS OF ALL
CEILING JOISTS 5 y BRACED WALL PANELS
OR MINIMUM o (INCLUDING AT THE
Ll
1”X 4" RAFTER E EXISTING WALL).
TES @ 4 0.C = ADD ADDITIONAL
- y RIDGE BOARD \ - BRACED WALL PANELS
. = AT THE EXISTING WALL,
i AS NEEDED.
= - NEW OPENINGS IN
2 = EXISTING BRACED WALL
i I PANELS MAY REQUIRE
RIDGE BOARD L =12 X BATERSEH | ENGINEERING.
NOT LESS IN = oMl T CALL OUT ALL HEADER
DEPTH THAN V| = A SIZES.
THE CUT ENDS /1N LN T T T A T VT 7777 g\
OF THE RAFTERS 4 X HEADER +O0R APPROVED
MANUFACTURED TRUSSES
DIM
FLOOR FRAMING PLAN IF CRAWLSPACE
« 4 X __ HEADER
*RAFTER & JOIST SPAN TABLE BASED ON DOUGLAS FIR/LARCH #2
FLOOR JOIST [ CEILING JOIST | ROOF RAFTER
. SIZE | SPACING | " \iax SPAN | MAX SPAN | MAX SPAN
= S N VY 910" =
2 T 2x4 16 8—9" -
7 | x4 24" 707 -
g j g | %xg 12” 1 T on 141_1091 141_411
D m X 16” 9)_1” 12’_10” 12’_5"
7777 4//) == Heo/de/://;’_ = 2x __ Joists I¥ 2x6 24 7-5" 10'=6" 10'-2"
Z [ 4 g @ __o.cC = 2X8 12” 13)_311 181_911 181_211
INTERIOR BEATING= S 28 16" e 53 182
& 28 | o4 9'-5" 137-3" 12'-10”
% xT0 | 12 16-3" 20117 20°-3"
1 gqg 16 14-1" 19'-10" 19°-3"
X777 /E LY 7A77TA7T 77 /7 Z X 24” 11’_6" 16’_3" 15’_8"
* 4 X __ HEADER 4 X __ HEADER 2x12 | 127 18’10 ~ 25°-9"
b — . — g A2 1167 16-3" - 20717
X 1_ i — 1_ i
SHOW LENGTH OF ALL HEADERS 24 13 -4 18 -3

RAFTER SIZES BASED ON 2006 IRC:

CEILING JOIST TABLE R802.4(2)
ROOF RAFTER TABLE R802.5.1(2)
FLOOR JOIST TABLE R502.3.1(2)

CALL OUT THE
DIMENSIONS OF ALL
NEW OPENINGS.
CALL OUT THE

*THE TABULATED

THAT LOCATION.

ROOF RAFTER SPANS ASSUME THAT CEILING JOISTS
ARE LOCATED AT THE BOTTOM OF THE ATTIC SPACE OR THAT SOME
OTHER METHOD OF RESISTING THE OUTWARD PUSH OF THE RAFTERS
OR THE BEARING WALLS, SUCH AS RAFTER TIES, IS PROVIDED AT






